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IMPORTANT NOTES

SAFETY
PRECAUTIONS

IMPORTANT NOTES
Before connecting and using this paging microphone, please read this 
instruction manual carefully and keep it on hand for future reference. 
The manual is to be considered an integral part of this product and must 
accompany it when changing ownership as a reference for correct installation 
and use as well as for the safety precautions.
 
RCF S.p.A. will not assume any responsibility for the incorrect installation 
and / or use of this product.

SAFETY PRECAUTIONS
1. All the precautions, in particular the safety ones, must be read with special 
attention, as they provide important information.

2. Make sure all connections have been made correctly before switching all 
devices on.
Do not connect / disconnect the paging microphone when the system is 
operating. 

3. Protect paging microphone cables from damage and assure they are 
positioned where these cannot be stepped on or crushed by objects.

4. Do not put the paging microphone into water (or another liquid), do not 
throw it.

5. Never attempt to carry out any operations, modifications or repairs.
If the paging microphone does not work properly, contact your authorized 
service centre.

6. Should the paging microphone emit any strange odour or even smoke, turn 
the sound system off immediately and disconnect it.

7. RCF S.p.A. strongly recommends the sound system installation is only 
made by professional qualified installers (or specialised firms), who can certify 
it according to the regulations in force.
The entire audio system must comply with the current standards and 
regulations regarding electrical systems.

8. Mechanical and electrical factors need to be considered when installing 
a professional audio system (in addition to those which are strictly acoustic, 
such as sound pressure, angles of coverage, frequency response, etc.).

9. Do not point the microphone at near loudspeakers, in order to avoid 
feedback.

10. Hearing loss
Exposure to high sound levels can cause permanent hearing loss. The acoustic 
pressure level that leads to hearing loss is different from person to person 
and depends on the duration of exposure.
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To prevent potentially dangerous exposure to high levels of acoustic pressure, 
anyone who is exposed to these levels should use adequate protection 
devices.
When a transducer capable of producing high sound levels is being used, it is 
therefore necessary to wear ear plugs or protective earphones.

11. To prevent inductive effects from causing hum, noise and a bad system 
operating, paging microphone cables should not be laid together with other 
electric cables (mains) and loudspeaker lines. 

12. Keep the paging microphone far from any excessive heat source.

13. Do not use solvents, alcohol, benzene or other volatile substances for 
cleaning the external parts. Just use a dry cloth.

RCF S.P.A. THANKS YOU FOR PURCHASING THIS PRODUCT, WHICH 
HAS BEEN DESIGNED TO GUARANTEE RELIABILITY AND HIGH 
PERFORMANCES.

BM 7601 is a single zone paging microphone (with an electret capsule) designed 
for the RCF DXT 7000EN system.  
It has a single push-button with a LED, the zone to be paged can be set by using 
the DXT configuration software for PC. 

Up to 31 BM 7601 paging microphones can be linked to a DXT 7000EN ‘System 
Bus’ (or up to 8 linked to a ‘Local Bus’) through CAT5 / CAT6 cable.

The BM 7601 paging microphone can be monitored through the system bus.
The MU 7100EN main unit checks (at regular intervals) whether a BM 7601 is 
properly connected and operating, if not, the system returns a fault indication.

DESCRIPTION
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1 DIP-SWITCHES  
 
Dip-switches 1 ÷ 5: digital address setting

The digital address must be unique for each unit linked to a bus and be the same 
assigned during the system configuration. 
 
Dip-switch 6: not in use (OFF); dip-switch 7: make sure this is set to ON. 
Dip-switch 8: RS 485 bus termination (usually set to OFF).

2 SYSTEM / LOCAL BUS RJ-45 socket 
See the ‘Wiring and connections” manual section. 

REAR PANEL

1 2 3

DIP-SWITCH DIP-SWITCH
ADDRESS 1 2 3 4 5 ADDRESS 1 2 3 4 5

1 ON Off Off Off Off 17 ON Off Off Off ON

2 Off ON Off Off Off 18 Off ON Off Off ON

3 ON ON Off Off Off 19 ON ON Off Off ON

4 Off Off ON Off Off 20 Off Off ON Off ON

5 ON Off ON Off Off 21 ON Off ON Off ON

6 Off ON ON Off Off 22 Off ON ON Off ON

7 ON ON ON Off Off 23 ON ON ON Off ON

8 Off Off Off ON Off 24 Off Off Off ON ON

9 ON Off Off ON Off 25 ON Off Off ON ON

10 Off ON Off ON Off 26 Off ON Off ON ON

11 ON ON Off ON Off 27 ON ON Off ON ON

12 Off Off ON ON Off 28 Off Off ON ON ON

13 ON Off ON ON Off 29 ON Off ON ON ON

14 Off ON ON ON Off 30 Off ON ON ON ON

15 ON ON ON ON Off 31 ON ON ON ON ON

16 Off Off Off Off ON

SETUP

DIP

1 
   

0

1 2 3 4 5 6 7 8

SYSTEM/LOCAL BUS

OUT
LEVEL

ON

1 2 3
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3 OUT LEVEL  
Trimmer to adjust the audio output level (a tool is needed). 
Note: the common audio level of all connected paging microphones is set by 
using the configuration software for PC. The BM 7601 trimmer can be used to 
adjust the microphone level when compared to other units in the system.

PIN PAIR WIRE COLOUR FUNCTION

1 2 WHITE-ORANGE Audio signal, hot (+)

2 2 ORANGE Audio signal, cold (–)  

3 3 WHITE-GREEN Audio signal, ground

4 1 BLUE (digital) ground

5 1 WHITE-BLUE (digital) +12 V dc

6 3 GREEN +24 V dc

7 4 WHITE-BROWN Data (A)

8 4 BROWN Data (B)

BM 7601 paging microphones are for indoor use only and can be connected to 
the either the “System Bus” or the “Local Bus” (through CAT5 or CAT6 cable) of 
the DXT 7000EN system. 
A dedicated network is highly recommended. Make sure not to use cables already 
assigned for Ethernet / Intranet (note: the bus is not compatible with Ethernet).  
 
There can be several parallel connected units in a single bus. 
The total cable length cannot exceed 1200 metres. 
 
A system bus can normally provide enough power for all paging microphones (no 
need of external power supply units). Anyway, if many units with remarkably long 
cables are used, the voltage drop will need to be measured and evaluated.

RJ 45 (T586B) WIRING TABLE

WIRING AND CONNECTIONS

RJ-45 PLUG

8 46 2
7 35 1
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33
5

100 160

The BM 7601 paging microphone can be used for announcements to a single 
zone (set in the configuration software). 
 

Push the 4 TALK push-button briefly to start paging. 

Initially, the 5 TALK LED blinks slowly, indicating the chime play before the 
announcement (please wait for a few seconds). 
If the LED blinks fast, the line is currently busy and it is not possible to page; 
try again later. 
 
As soon as the LED is steady lit, the microphone will be activated (and the audio 
channel will be open), allowing the user to talk. 

Push the 4 TALK push-button briefly again to stop paging. 
 
Note: the announcement can be started and ended by a short press of the TALK 
push-button, which does not need to be kept pressed.

USE

4

5 TALK

SPECIFICATIONS

electret 

cardioid 

0 dBm 

50 Hz ÷ 18 kHz 

24 V dc (through bus cable) 

25 mA 

100 x 160 x 335 mm 

300 mm 

0.6 kg 

3m CAT5 cable, windscreen

Microphone type:

Polar pattern:

Nominal output level:

Frequency response:

Operation voltage:

Power consumption (current):

Dimensions:

Gooseneck length:

Net weight:

Included accessories:
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IMPORTANTE

AVVERTENZE PER LA SICUREZZA

IMPORTANTE
Prima di collegare ed utilizzare la base microfonica, leggere attentamente 
le istruzioni contenute in questo manuale, il quale è da conservare per 
riferimenti futuri.
Il presente manuale costituisce parte integrante del prodotto e deve 
accompagnare quest’ultimo anche nei passaggi di proprietà, per permettere 
al nuovo proprietario di conoscere le modalità d’installazione e d’utilizzo e le 
avvertenze per la sicurezza.

L’installazione e l’utilizzo errati del prodotto esimono RCF S.p.A. da ogni 
responsabilità.

AVVERTENZE PER LA SICUREZZA
1. Tutte le avvertenze, in particolare quelle relative alla sicurezza, devono 
essere lette con particolare attenzione, in quanto contengono importanti 
informazioni. 
 
2. Prima di accendere le apparecchiature, assicurarsi che tutte le connessioni 
siano corrette. 
Non collegare / scollegare la base microfonica quando il sistema è acceso.   
 
3. Accertarsi che il cavo della base microfonica non possa essere calpestato o 
schiacciato da oggetti, al fine di salvaguardarne l’integrità. 
 
4. Non immergere la base microfonica nell’acqua (od in altri liquidi), non 
lanciarla o lasciarla cadere. 
 
5. Non eseguire sulla base microfonica interventi / modifiche / riparazioni; 
contattare i centri di assistenza autorizzati nel caso che non funzioni 
correttamente. 
 
6. Nel caso che dalla base microfonica provengano stranamente odori 
anomali od addirittura fumo, spegnere immediatamente il sistema audio e 
scollegarla. 
 
7. RCF S.p.A. raccomanda vivamente che l’installazione del sistema audio 
sia eseguita solamente da installatori professionali qualificati (oppure da ditte 
specializzate) in grado di farla correttamente e certificarla in accordo con le 
normative vigenti. Tutto il sistema audio dovrà essere in conformità con le 
norme e le leggi vigenti in materia di impianti elettrici. 
 
8. I fattori meccanici ed elettrici sono da considerare quando si installa un 
sistema audio professionale (oltre a quelli prettamente acustici, come la 
pressione sonora, gli angoli di copertura, la risposta in frequenza, ecc.). 
 
9. Non puntare la base microfonica verso un diffusore acustico vicino, onde 
evitare un possibile innesco. 
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L’esposizione ad elevati livelli sonori può provocare la perdita permanente 
dell’udito. Il livello di pressione acustica pericolosa per l’udito varia 
sensibilmente da persona a persona e dipende dalla durata dell’esposizione. 
Per evitare un’esposizione potenzialmente pericolosa ad elevati livelli di 
pressione acustica, è necessario che chiunque sia sottoposto a tali livelli 
utilizzi delle adeguate protezioni; quando si fa funzionare un trasduttore in 
grado di produrre elevati livelli sonori è necessario indossare dei tappi per 
orecchie o delle cuffie protettive. 
 
11. Per evitare che fenomeni induttivi diano luogo a ronzii, disturbi e 
compromettano il buon funzionamento dell’impianto, il cavo della base 
microfonica  non deve essere canalizzato insieme ai conduttori dell’energia 
elettrica e/o alle linee dei diffusori acustici. 
 
12. Collocare la base microfonica lontano da fiamme (o fonti di calore 
eccessivo). 
 
13. Non usare solventi, alcool, benzina o altre sostanze volatili per la pulitura 
delle parti esterne; usare un panno asciutto.

RCF S.P.A. VI RINGRAZIA PER L’ACQUISTO DI QUESTO PRODOTTO, 
REALIZZATO IN MODO DA GARANTIRNE L’AFFIDABILITÀ E 
PRESTAZIONI ELEVATE.

BM 7601 è una base microfonica (con capsula ad elettrete) per annunci verso 
una singola zona è progettata per l’uso nel sistema RCF DXT 7000EN.   
E’ dotata di un solo tasto con LED di segnalazione. La zona per gli annunci 
può essere impostata tramite il software di configurazione per PC. Fino a 31 
basi microfoniche BM 7601 possono essere collegate al “System Bus” del DXT 
7000EN (o fino ad 8 collegate al “Local Bus”) tramite cavo CAT5 / CAT6. 
La base microfonica BM 7601 può essere monitorata tramite il “System Bus”. 
L’unità centrale MU 7100EN verifica (ad intervalli regolari) se una BM 7601 
è collegata e funzionante correttamente, altrimenti si ha una segnalazione di 
guasto.

DESCRIZIONE
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PANNELLO POSTERIORE

1 2 3

L’indirizzo digitale deve essere unico per ciascuna unità collegata ad un bus e 
deve essere lo stesso assegnato durante la configurazione del sistema. 
 
Dip-switch 6: non in uso (OFF); dip-switch 7: assicurarsi che sia impostato su ON. 
Dip-switch 8: terminazione del bus (RS 485), solitamente impostato su OFF.

1 DIP-SWITCHES (microinterruttori) 
 
Dip-switches 1 ÷ 5: impostazione dell’indirizzo digitale

DIP-SWITCH DIP-SWITCH
INDIRIZZO 1 2 3 4 5 INDIRIZZO 1 2 3 4 5

1 ON Off Off Off Off 17 ON Off Off Off ON

2 Off ON Off Off Off 18 Off ON Off Off ON

3 ON ON Off Off Off 19 ON ON Off Off ON

4 Off Off ON Off Off 20 Off Off ON Off ON

5 ON Off ON Off Off 21 ON Off ON Off ON

6 Off ON ON Off Off 22 Off ON ON Off ON

7 ON ON ON Off Off 23 ON ON ON Off ON

8 Off Off Off ON Off 24 Off Off Off ON ON

9 ON Off Off ON Off 25 ON Off Off ON ON

10 Off ON Off ON Off 26 Off ON Off ON ON

11 ON ON Off ON Off 27 ON ON Off ON ON

12 Off Off ON ON Off 28 Off Off ON ON ON

13 ON Off ON ON Off 29 ON Off ON ON ON

14 Off ON ON ON Off 30 Off ON ON ON ON

15 ON ON ON ON Off 31 ON ON ON ON ON

16 Off Off Off Off ON

SETUP

DIP

1 
   

0

1 2 3 4 5 6 7 8

SYSTEM/LOCAL BUS

OUT
LEVEL

ON

1 2 3
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2 SYSTEM / LOCAL BUS RJ-45 - porta RJ-45 
Vedere la sezione del manuale “Cablaggio e collegamenti”.
 

3 OUT LEVEL - (controllo del livello d’uscita audio) 
Trimmer per il controllo del livello dell’uscita audio (tramite un piccolo 
cacciavite).
 
Nota: il livello comuNe del segNale audio di tutte le basi microfoNiche collegate 
è impostato tramite il software di coNfigurazioNe per pc. il trimmer della base 
microfoNica bm 7601 può servire per ottimizzare il livello del microfoNo 
comparaNdolo a quello delle altre uNità del sistema.

PIN COPPIA COLORE CONDUTTORE FUNZIONE

1 2 BIANCO-ARANCIO segnale audio: +

2 2 ARANCIO segnale audio: –

3 3 BIANCO-VERDE Segnale audio: massa

4 1 BLU massa (digitale)

5 1 BIANCO-BLUE +12 V c.c. (digitale)

6 3 VERDE +24 V c.c.

7 4 BIANCO-MARRONE dati (A)

8 4 MARRONE dati (B)

Le basi microfoniche BM 7601 sono per solo uso interno è possono essere 
collegate sia al “System Bus” sia al “Local Bus” (tramite cavo CAT5 or CAT6) del 
sistema DXT 7000EN;  è fortemente raccomandato l’uso di una rete dedicata. 
Assicurarsi di non usare cavi già assegnati a reti Ethernet / Intranet (nota: il bus 
non è compatibile con Ethernet). 

Più basi microfoniche possono essere collegati parallelo sullo stesso bus; la 
lunghezza totale del cavo non può eccedere i 1200 metri. 

Un bus di sistema può normalmente fornire una potenza sufficiente per 
alimentare tutte le basi microfoniche (non è necessario l’uso di alimentatori 
esterni), tuttavia è consigliabile misurare la caduta di tensione sulla linea quando 
sono collegate molte basi microfoniche e la lunghezza dei cavi è considerevole.

TABELLA CABLAGGIO RJ 45 (T586B)

CABLAGGIO E COLLEGAMENTI

CONNETTORE RJ-45

8 46 2
7 35 1
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La base microfonica BM 7601 può essere usata per effettuare annunci verso una 
singola zona (impostata nel software di configurazione). 
 

Premere il tasto TALK 4 brevemente per attivare la base microfonica. 

Inizialmente, il LED TALK 5 lampeggia lentamente, indicando la riproduzione 
del tono di preavviso prima dell’annuncio (attendere alcuni secondi). 
Se il LED lampeggia velocemente, la linea è attualmente occupata e non è 
possibile effettuare subito l’annuncio, ma occorre riprovare più tardi. 
 
Non appena si accende il LED in modo fisso, il microfono è attivato (ed il canale 
audio è aperto), permettendo all’utente di effettuare l’annuncio. 

Premere di nuovo il tasto TALK 4 brevemente per terminare l’annuncio. 
 
Nota: l’annuncio inizia e termina con una breve pressione del tasto TALK, che non 
deve essere mantenuto premuto.

UTILIZZO

4

5 TALK

DATI TECNICI

electret 

cardioide

0 dBm

50 Hz ÷ 18 kHz 

24 V c.c. (tramite cavo del bus) 

25 mA 

100 x 160 x 335 mm 

300 mm 

0,6 kg 

cavo CAT5 3 m, cuffia frangivento

Tipo di microfono: 

Risposta polare: 

Livello nominale d’uscita: 

Risposta in frequenza: 

Tensione di funzionamento: 

Consumo (corrente): 

Dimensioni:

Lunghezza del flessibile: 

Peso netto: 

Accessori inclusi:

33
5

100 160
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HEADQUARTERS:

RCF S.p.A. Italy
tel. +39 0522 274 411
e-mail: info@rcf.it

RCF UK
tel. 0844 745 1234
Int. +44 870 626 3142
e-mail: info@rcfaudio.co.uk

RCF France
tel. +33 1 49 01 02 31
e-mail: france@rcf.it

RCF Germany
tel. +49 2203 925370
e-mail: germany@rcf.it

RCF Spain
tel. +34 91 817 42 66
e-mail: info@rcfaudio.es

RCF Belgium
tel. +32 (0) 3 - 3268104
e-mail: belgium@rcf.it

RCF USA Inc.
tel. +1 (603) 926-4604
e-mail: info@rcf-usa.com


